
ECONOMICAL - FAST - DURABLE

•	 Ideal	for	medium	and	small	beef	and	veal	
	 kills.

•	 Small	and	maneuverable	for	optimum
	 handling,	up	to	90	head	/	hour.

•	 Economical	to	own	and	operate.

•	 Several	different	blade	lengths	available.

•	 1.9	horsepower,	totally	enclosed,	3	phase	
	 motor	for	optimum	performance.

•	 Lightweight	-	only	53	lbs	(24	kg).

•	 Meets	international	requirements	for	safety		 	
	 and	hygiene.

ELECTRIC BEEF BRISKET SAW 
Model EBS-1

 The Jarvis Model EBS-1 -
 electrically powered brisket saw for beef   
 and veal. 



Specifications

 Products for the meat and poultry industry

ELECTRIC BEEF BRISKET SAW
Model EBS-1

Equipment Selection and Accessories             Order Number
Model EBS-1 
 42 V, 3 phase, 50 Hz 4005094
 115 V, 3 phase, 50 Hz 4005095
 380 / 220 V, 3 phase, 60 Hz 4005096 

 400 / 230 V, 3 phase, 50 Hz 4005097
 415 V, 3 phase, 50 Hz 4005098
 460 / 230 V, 3 phase, 60 Hz 4005099
 575 V, 3 phase, 60 Hz 4005123
Blade (length)  
 9.5 in 241 mm 1023083
 10.5 in 270 mm 1023084
 11.5 in 290 mm 1023215
 13.0 in 330 mm 1023230
  Balancer 4042034

Motor Power  2.0 hp 1500 W
Operating Voltage 415 / 400 / 230 / 115 / 42 V, 3 phase, 50 Hz 
  575 / 460 / 380 / 230 / 220 V, 3 phase, 60 Hz 
Cut Speed
 50 Hz  625 ft / min 191 m / min
 60 Hz 750 ft / min 229 m / min
Cutting Cycle Time 4 sec
Control Handle Single Trigger Electric
Blade Lengths
  9.5 in  241 mm
  10.5 in  267 mm
  11.5 in  292 mm
  13.0 in  330 mm
Overall Length
   (without blade)  24 in 610 mm
   (9.5 in blade)  28 in 711 mm
Weight   53 lbs 24 kg
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